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SMF28e  
Core diameter 9.2 µm 
NA: 0, 14 
Cladding 125 µm 
250 µm acrylic jacket 
For infrared applications, 
Single mode at 
telecommunication 
wavelength (1300, 1550 
nm), Multiple mode in the 
visible (can be used in 
collection mode) 
 
 
 
 

MONO450 
Core diameter 3.4 µm 
NA: 0, 12 
Cladding 125 µm 
250 µm acrylic jacket 
For visible applications, 
single mode in the visible 
range 
 
 
 
 
 
 
 
 

 
SILICA10  
Core diameter 10 µm NA: 
0,125 
Cladding 125 µm 
145 µm Polyimide jacket 
For demanding UV/visible 
application; pure silica 
core for application 
requiring low level of fibre 
fluorescence 
(Spectroscopy, RAMAN, 
etc…) 
Multiple mode fiber with 
high collection results.  
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   - 10-P200-SMF28-AL50-50 
     - 10-P200-MONO450-AL50-50 
  - 10-P200-SILICA10-AL50-50  
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 - 10-E50-SMF28-AL50-50 
 - 10-E50-MONO450-AL50-50 



				

 
 
 
 
 
 

 
9755 SW Commerce Cir. Suite B1 
Wilsonville, OR 97070 
Phone: 503-598-9828 
Fax: 503-598-9721 
Web: www.kteknano.com 
 

  
 
- 10-E50-SILICA10-AL50-50  
 

High resolution AFM Topology combined with SNOM fea tures  
All our tips are individually light leakage proved @ 400µW, 532 nm 
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-  SMF28e�
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Core diameter    9 µm   NA: 0.14 
Cladding diameter  125 µm  250 µm acrylic jacket 
- For infrared applications, Single mode at telecom munication wavelength (1300, 1550 nm) 
- Panda Polarisation maintaining fiber available on  request 
- Connectorization on request (SMA, FC/PC ...) 

 
 


